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Introduction

Anda NM (33Ah-250Ah) series is designed for standby use
with 10-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in float service,
UPS/EPS, medical equipment, telecom, photovoltaic, control
system and security system.

Battery Features

O Increase durability and deep cycle ability for heavy
demand applications

O Low self-discharge

O Fully tank formed plates

O Low impurity electrolyte

O Spill proof / leak proof

O Multi-position usage

O ABS case and cover VO upon request

O Very high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F) ..o 10 years
Nominal Capacity @ 25°C /77°F
20 hourrate 7.72A to 1.75Vpc 154.4 Ah

10 hour rate 15.06A to 1.75Vpc
Internal Resistance

150.6 Ah

(Fully charged battery @ 25°C [77°F ) ............. 4mQ
Max. Discharge Current @ 25°C /77°F 1500 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE ..o 14.7 ~14.9V

Max. CUITENt .....ovvivreiiiicecec e 40A

Standby Use ......ooeiiiiiiiiiicie 13.6-13.8V
Operating Temperature Range -30 ~50°C

Notes: battery voltage must be adjusted according to temperature.
Please refer to our recommendation.

Self-Discharge
3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell | 10min  15min ~ 20min ~ 25min  30min  35min
160 | 3268 2495 2155 1816 153.7 1468
165 | 3104 2369 2058 1746 1496 1429
170 | 2975 2271 1976 1682 1448 1382
175 | 2838 2166 1888 1610 1393 1329
180 | 2692 2055 1795 1536 1338 1276

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min 20min ~ 25min  30min  35min
160 | 5676 4333 3813 3203 2871 2749
165 | 5475 4179 3685 3192 2795 2676
170 | 5264 4018 3549 3079 2706 2591
175 | 5035 3844 3400 2956 261.0 2499
180 | 4788 3655 3240 2825 2507 2399
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Battery Picture & Terminal Layout

P

www.anda»olsen no

NM12158)

TE!
VALVEREGULATED

T erminal Type: T13

465 . 1?0 5 5
Ir—q:-—' I—=v=~]ll [j: I
o
Dimension & Weight
Dimension (x 2mm) Weight
Length Width Height Total Height (+2%)
485 mm 170 mm 240 mm 240 mm 41.7 kg
19.1 inch 6.7 inch 94 inch 94 inch 91.9 Ibs
Typical Applications
O Telecommunications O Power Utility ~ O Data Center O UPS & EPS
Certificates
3\ WIEC
60896-21722
45min  50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
1278 1195 1123 1103 59.78 4254 3533 2883 1543 779
1249 1171 1104 1088 5862 4172 3459 2822 1536 7.79
1209 1134 1071 1058 5664 4076 3377 2755 1521 779
116.8 1100 1043 1035 5508 3987 3303 2696 1506 7.72
1125 1061 1009 1005 5310 3891 3222 2629 1467 765
45min  50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
2374 2207 2066 2010 1105 8042 66.73 5495 30.79 16.24
2315 2156 2022 1973 1083 7968 6599 5421 3049 1624
2249 2100 1976 1935 1057 7820 64.84 5340 2990 16.03
2176 2036 1923 189.0 1023 7597 6325 5243 2968 15.73
2096 1966 1862 1838 987 7397 6165 5125 2938 1559
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